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4.1 PRIMARY BEAM SYSTEMS 
 
4.1.1 Introduction 
 
The first element in the production chain of NuMI neutrinos is the 120 GeV primary proton 
beam. This beam is extracted from the Main Injector and transmitted roughly 1200 feet to an 
underground target hall. The chief criteria, which have guided the design of this beamline, have 
been transmission of high intensity with minimum losses and precision of targeting. 
 
The beamline specification calls for the transmission of a 4x1013 proton pulse every 1.9 seconds. 
While generation of this intensity is not yet possible in the accelerator complex, 50% of it is 
achievable at present and upgrades are being planned to reach, or exceed, the specified value. At 
the design intensity, NuMI would use each year a number of protons comparable to that 
accelerated in Fermilab’s entire history to this point.  
 
There are problems associated with transmission of such an intense beam, chiefly associated with 
the necessity of maintaining minimal losses. The chief concerns are those of activating 
components and, due to the location of the beamline, contaminating groundwater. If a significant 
amount of beam, of order one percent, were chronically lost in any region of the line, the 
components in that region would be activated to a level of greater than 10 rads per hour, making 
maintenance problematical.  
 
Typically groundwater contamination has not been a problem at Fermilab. This is because the 
water has been situated many feet below the level of beamlines and accelerators. Basically, in the 
time taken for any radionuclides to migrate down to the level of an aquifer, several half-lives will 
have passed and the activity will have been greatly reduced. However for NuMI the primary 
beam is transmitted to and into the aquifer region. Thus the decay time argument does not apply 
and the loss criteria are made much more stringent.  
 
The criteria for targeting of the proton beam, specified in detail below, are not unprecedented. 
However they are nonetheless severe. The one feature that is new is the requirement to point the 
beam accurately at a distant location, namely the Soudan mine. The secondary hadron and 
neutrino beams are produced at zero degrees relative to the proton beam and thus it is imperative 
that the proton beam be accurately directed at Soudan at the point of targeting. Since a primary 
signature of neutrino oscillations is a shortage of muon neutrinos at the far detector, it is 
imperative to assure that no deficit arises due simply to poorly aimed beam. 
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4.1.1.1  Specifications 
 
The specifications established for the proton beam are as follows. 
 
• Positional precision and stability The position specification on the target is established by the 
physics of the experiment as 0.5 mm. The instrumentation specified will be adequate to fix the 
beam center within ±100µ and the program Autotune will be used to maintain the position to 
high precision. The position stability upstream of the target is not fixed by physics. However 
variation which can be corrected to the 1 mm level is required by aperture considerations. 
 
The level of concern over positional instability depends on how such instability occurs over time. 
If a variation happens over minutes or hours it can be correctable to a certain level by tuning. If 
any instability were to be seen as a pulse to pulse jitter, correction would not be possible. A more 
detailed discussion of stability, in particular in how it pertains to power supply regulation, is 
found in Appendix A. 
. 
• Beam angle Assigning an appropriate fraction of the angle error budget, as determined from 
physics, to the primary beam, yields a required precision of 60 µrad at the target. The final two 
instrumentation stations are located 12.5 m apart, so that a 1 mm relative position error between 
them will lead approximately to 80 µrad. The instrumentation itself will operate with a precision 
of an order of magnitude better than this 1 mm value, so that the real limitation will be on the 
relative alignment of two detectors. 
 
• Beam size The beam spot on target is to be round with a σ of 1 mm. A different size might be 
specified for beam intensity different from the nominal 4x1013 protons per pulse. The 
specification on this size is ±10%. It is also necessary that the beam size not change significantly 
over the 95.4 cm target length. Note that there is a potential contribution to the spot size due to 
momentum spread, but that the beam design has dispersion functions of effectively zero at the 
target to prevent this. 
 
• Loss levels Losses must be minimized as they lead to air activation, component residual 
activity, potential equipment damage and groundwater irradiation or contamination. Loss limits 
in different regions along the beamline have been determined and are presented in detail in 
Chapter 5. The most sensitive location is that where the line traverses the interface between soil 
and rock. The fraction of beam loss in this, rather limited, region must be kept below a few x10-6, 



NuMI Technical Design Handbook 

Chapter 4 4.1-3 12/2/02  

or a handful of full intensity pulses in the average water residency time of four months. The more 
downstream locations, the pretarget hall and occupied parts of the carrier tunnel, with relative 
loss limits of 1.4x10-4, are in some ways more worrisome in that smaller beam missteerings in 
the stub could lead to striking components there.  
 
4.1.2 System Description:  Beamline elements 
 
4.1.2.1 Kicker The requirements on the extraction kicker were originally presumed to be similar 
to those of the long-batch kicker, which used to be operational at MI52. However the MI52 first 
Lambertson has been found to be quite highly activated, and our simulations show that indeed 
the two kicker configuration which precedes it does not provide enough kick to clear the septum 
cleanly. Since the NuMI extraction region must transmit roughly five times as much beam as 
MI52 does with a likely larger transverse emittance, it has been decided to construct three, rather 
than two, kicker magnet modules. The three magnets will together supply 3.8 kG-m of integrated 
field, and achieve adequate separation at the Lambertson.  
The normal operating mode will be one in which five Booster batches, each consisting of 84 
18.9nsec bunches, are extracted, a single Booster batch having previously been sent to the 
antiproton source on the same accelerating cycle. However for periods when antiproton is not in 
a stacking mode it will be desired to extract six Booster batches to NuMI. This latter mode has 
essentially the same requirements as did six batch extraction to the Tevatron, which was effected 
by the MI52 long batch device. The specifications for the kicker system are given in Table 4.1-1 
and a cross-sectional view of a kicker magnet is given in Figure 4.1-1. The magnets are to be 
located in the region downstream of quadrupole Q602. 
 
      Physical & Good Field Aperture: 81 mm H x 33 mm V elliptical shape 

Kick Angle @ 120 GeV:  950 µrad to inside of ring 
Field Rise Time (1%-99%):  1.30 µs 
Field Fall Time:  N/A 
Field Flattop Time:  9.78 µs minimum ( 6 batches) 
Flattop Integrated Field:  3.8 kG - m 
 During Pulse: ±0.5% 
 Pulse to Pulse: ±0.5% 
Repetition Rate: 1.9 seconds 
Required Charging Time: 1.5 seconds 

 
Table 4.1-1  Extraction Kicker Specifications (Specifications from MI Note #258, 1/6/00 D.E.J.)
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Figure 4.1-1: Kicker magnet cross section 
 
A measured waveform from an existing kicker is shown in Figure 4.1-2. It is seen to satisfy the 
given specifications. However note that there is no criterion given in those specifications for fall 
time and that there is ringing after the pulse is completed. This feature implies that there can be 
no beam left in the Main Injector after NuMI extraction and thus that this kicker design is not 
satisfactory for any scenario in which NuMI beam is extracted first on any given cycle, with 
extraction to antiproton following. 
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Figure 4.1-2: Measured MI52 long-batch kicker waveform 

 
4.1.2.2  Extraction region The primary active elements for extraction are the three Lambertson 
magnets. The methodology followed for establishing beam orbits in the MI60 region, where 
these magnets are located, is as follows. A horizontal excursion of the circulating beam is 
established, primarily by offsetting several quadrupoles; the required displacements are given in 
Table 4.1-2. Once extraction energy has been approached and beam size has decreased, corrector 
magnets are used to make an additional contribution to the excursion; Table 4.1-2 includes the 
fields. The bumps are all constructed to be local so that the circulating beam is unaffected 
outside the extraction region. With the circulating beam on its ‘extractable’ orbit the kicker is 
fired and creates an extraction bump extending from location 602 through 608 and terminating in 
the field region of the Lambertsons. 
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Quadrupole displacements:       (x positive is toward the outside of the ring) 
 Q602: X = 3.1 mm 
 Q606: X = -.55 mm 
 Q608: X = -3.9 mm 
 Q610:  X = -3.7 mm 
 Q612:  X = -3.4 mm 
 
Horizontal corrector fields at extraction: 
 H602: B = -.726 kG 
 H604: B = -.039 kG 
 H606: B = .208 kG 
 H608: B = 1.341 kG 
 H610: B = 1.427 kG 
 H612: B = 1.509 kG 
 
Lambertson fields & septa positions: 
 LAM60A: B = 5.324 kG; X = 2.0 mm, Y = -1.5 mm, rotation = .145 radians 
 LAM60B: B = 10.734 kG; X = 2.0 mm, Y = 0, rotation = .020 radians 
 LAM60C: B = 10.734 kG, X = 2.0 mm, Y = 0, no rotation from vertical 
 
Table 4.1-2 Extraction Parameters 
 
A complication is that the strongly focusing MI lattice requires that a quadrupole, Q608, be 
placed between the Lambertsons. One effect is that the extracted beam passes through this  
magnet off-center and  sees considerable quadrupole steering.  This steering  must be 
counteracted by a horizontal kick from the Lambertsons and thus the first two are rolled to 
provide an outward deflection in what is primarily a vertical bend. A second problem is that the, 
primarily vertical, kick that Lambertson 1 generates makes the aperture of the quadrupole 
limiting on the beam which can be transmitted into the line. Due to this effect the first 
Lambertson is run at a reduced current. To effect extraction Lambertsons 2 and 3 must be run 
somewhat above their nominal value, though still within their specified current limit. Figure 4.1-
3 shows the circulating and extracted orbits together with an expanded view of the 608 region. 
The clearances of the beam vs. septa and apertures in the extraction region are discussed in 
Appendix B. 
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Figure 4.1-3a. Circulating and extracted beam orbits in the MI60 region 

Figure 4.1-3b. Extracted beam orbit through Lambertsons  



NuMI Technical Design Handbook 

Chapter 4 4.1-8 12/2/02  

Figure 4.1-4 shows the results of a tracking study through the extraction channel. The quantity 
plotted is the fractional beam loss through the extraction region as a function of kicker strength. 
The losses on the left side of the figure, for too small kick, are found to occur primarily on the 
septum of Lambertson 1; while those on the right, for too strong kick, occur on the Q608 
aperture. The chosen strength of 3.8 kG-m is well centered in the minimal loss region. 
 
The final extraction element is a standard MI C-magnet, installed as a pure vertical bend and 
positioned as far upstream as possible given physical constraints. 
 

 
Figure 4.1-4. Extraction losses vs. kicker strength 
  
4.1.2.3  Beam transport and targeting The beam transport consists of three bend regions 
together with quadrupole focusing in the straight sections connecting them. The quadrupole 
layout and design principles are discussed in detail in TM-2174 (May 28, 2002; John Johnstone, 
author). Table 4.1-3 presents all of the elements of the line.  
 

 

http://library.fnal.gov/archive/test-tm/2000/fermilab-tm-2174.pdf
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Element Number Purpose/Comment 
Dipoles: 
EPB 6 Transport in MI60 region 
B2 10 Downbend in NuMI stub, upbend in pretarget 
Eartley  2 Trim in MI60 (provides a strong horizontal  

corrector in this area), 1 horizontal bend in pretarget 
Quadrupoles: 
3Q120 17 Transport and targeting 
3Q60 4 Transport 
 
Trims: 
Horizontal 10 MI IDH correctors, two to have aperture increased from 1.0” to 

1.5” 
Vertical 9 MI IDH correctors rolled 90 degrees, two to have aperture 

increased from 1.0” to 1.5” 
 
Beam instrumentation: 
Horizontal BPMs 13 Two nearest target to have double resolution 
Vertical BPMs 11 Two nearest target to have double resolution 
Multiwires 10 Two nearest target have .5 mm wire spacing, others have 1  

mm wire spacing 
Toroids 2 Measure intensity in line with some redundancy 
Total loss monitors 4 Integrate losses over major beamline sections 
Sealed loss monitors 35 Localize any loss points 
 
Table 4.1-3 Components of the Primary Proton Line 
 
There are 21 quadrupoles in total. The first 15 provide a match with the MI optics, a suitably 
focused transfer through the MI tunnel and a well-behaved passage through the carrier region 
where no components are installed. The last 6 form the final focus optics to obtain the desired 
beam size at the target and also to eliminate vertical and insofar as possible horizontal dispersion 
there. The  final  focus segment  is optically flexible and can comfortably accommodate tuning to 
different beam sizes and shapes. 
 
4.1.2.4.Layout Figure 4.1-5a shows the extraction region (partially obscured) and the first 
beamline bend. It is seen that the NuMI line in this region fits comfortably between the MI below 
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and the Recycler ring above. The bend in this region comes from a string of six EPB dipoles, 
powered in series to the design field of 15.0 kG but rolled at five separate angles. In the 
horizontal plane the deflection is such as to accomplish most of the horizontal bend required to 
hit Soudan, a small final bend in pretarget accomplishing the remainder. In the vertical the goal 
is to have the beam exit this region level, or nearly so, so as  to avoid generating  interferences 
with existing  equipment.  The actual  pitch angle achieved is -.27 milliradians. Figure 4.1-5b 
shows the NuMI line passing above the A150 line in the MI tunnel. 
   

 
 
Figure 4.1-5a. The MI60 region, of the NuMI beamline. The MI ring is on the bottom, the 
Recycler ring is on the top and the NuMI line is between. 
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Figure 4.1-5b. View of the region where the NuMI beamline passes above the A150 line 
 
 
 
To be directed toward  Soudan vertically it is necessary to bend the protons at a  pitch  of -58 
milliradians. What is actually done is to bend by -156 milliradians, the goal having been from a 
civil construction standpoint to descend below clay soil into bedrock as soon as possible, and 
then to bend back +98 milliradians to set the final pitch. The downbend occurs in a region known 
as the northeast extraction enclosure (NuMI stub), basically an alcove-like extension of the MI60 
straight section. This region and the beamline in it are pictured in Figure 4.1-5c. The downbend 
is accomplished by a string of six Main Ring B2 magnets, rolled by 90 degrees. The bend field of 
17.1 kG is safely below the design value of 17.8 kG. If left uncompensated this major downbend 
would generate a significant vertical dispersion. A major accomplishment of the optics design is 
that dispersions are kept reasonable throughout.  
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Figure 4.1-5c. View of the NuMI beamline as it traverses the MI northeast extraction enclosure 
(NuMI stub) 
 
Figure 4.1-5d (in preparation) shows the downstream end of the beamline, the upbend and the 
focusing region that takes beam to the target. Also present here is the small horizontal bend (.40 
milliradians) necessary  to  hit  the  target  while  simultaneously  having  beam  directed toward 
Soudan. This is effected by a 5’ long “Eartley” dipole. The major upbend here is again achieved 
by rolled B2 dipoles, in this case running at 16.1 kG. 
 
A feature to note, which is only partially indicated by the figure, is that there is a considerable 
drift space, nearly 23 meters in total, from the last magnet to the target. Some of this space is 
inside the shielding pile and is reserved for an upstream move of the target if the need ever arises 
to change the secondary beam focus and raise the neutrino energy. Also inside the shielding is a 
graphite collimator, or baffle, whose purpose is to protect the target water system and the 
focusing horns from errant primary beam.  
 
Some of the drift space (~14.25 meters in length) outside the shielding is available for 
instrumentation. At the upstream end of this space is a complete instrumentation station, with 
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horizontal and vertical BPMs and a multiwire profile monitor. Each of these monitors is 
specified to have double the accuracy of the ones in the transport region. Similar instrumentation 
is placed at the downstream end of the free space. Such good instrumentation at two separate 
locations allows the proton beam direction on target to be measured quite accurately, assuring 
that the protons, and thus the secondary mesons and neutrinos, are directed accurately toward 
Soudan. The target profile monitor is also crucial for ascertaining the beam spot size near the 
target. The beam will begin to miss the target in the horizontal direction if its width becomes 
significantly larger than the specified 1 mm sigma. 
 
 
4.1.3  System Description: Instrumentation 
 
4.1.3.1 Overview 
The instrumentation of this beamline is designed to serve two purposes. The first is to assure that 
the beam is accurately on target and is directed accurately toward the far detector. The pointing 
requirement on the primary beam, 60µrad as noted above, is about as stringent as those 
requirements of other fixed target experiments. The second purpose of the instrumentation is to 
aid in the effort to keep any losses at an absolutely minimum level. It will do this by providing: 
position information to assure that the beam is in the center of its vacuum chamber, profiles to 
allow unexpected beam tails and halo to be observed, sensitive loss measurements to allow beam 
problems to be immediately addressed and intensity measurements in the ring and in the line to 
serve redundantly with the loss monitors in the case of large losses. 
 
All of the instruments specified are of types that already exist in either the Main Injector 
complex, the Tevatron or the Switchyard. However NuMI will utilize unprecedented beam 
intensities at this energy, coupled with the requirement for rigorous control of beam loss.  This 
places a stringent requirement on beam instrumentation precision, calibration and robustness.   
 
4.1.3.2 Profile Monitors 
Profile monitors will be of the type known as multi-wires. The operational principle is that of 
secondary electron emission from wires, which are placed in the beam. There are neither gas nor 
gas containment windows, which would provide additional material in the beam beyond the 
wires themselves.   There are 10 of these devices, each having 48 horizontal and 48 vertical 
wires. The wire spacing is 1mm for the upstream eight units and 0.5mm for the last two, which 
are used in targeting the beam.  Placement of the multi-wires along the beam transport is shown 
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in Figure 4.1.B-1,(in Appendix B) along with beam amplitude and dispersion functions. All 
units will have motion control into and out of the beam as directed through the control system.  
 
A new design is under development to provide profile monitor grids which will scatter an order 
of magnitude less beam than for the standard 75 micron Tungsten-Rhenium wires, which 
intercept 10% of the beam and scatter 10-4 of it.  This is important to enable utilization of the 
profile monitors during high intensity operation, while maintaining needed beam loss sensitivity 
for the beam permit system.  Prototype beam tests are planned for March ’03. 
 
The amplifiers, which produce profile read-back signals, have gains variable in steps over two 
orders of magnitude, to facilitate operation at different beam intensities. Typical intensity profile 
readouts from a series of multi-wires are seen in Figure 4.1-6. Changing amplitude and 
dispersion functions affect profile widths significantly. 
 

 
Figure 4.1-6: Horizontal and vertical profiles for a series of three multiwire monitors 
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4.1.3.3 Position/intensity monitors (BPM’s) 
There are specified 24 position/intensity monitors, 13 horizontal and 11 vertical. The detectors 
are standard design split plate Beam Position Monitors. These intercept no beam and will 
provide position information during normal operation. All units have intensity, as well as 
position, readouts.  BPM specifications are provided in Table 4.1-4. 
 
  

Transport 
BPM 

 
Target BPM 

# Channels 21 4 
System Type Single Pass Single Pass 

Beam Bunch Freq 53 MHz 53 MHz 
# Bunches 80 x (1 to 6) 80 x (1 to 6) 

Dynamic Range 
(particles/bunch) 

3e9 – 6e10 3e9 – 6e10 

Processing BW Single batch Single batch 
Position Accuracy (mm) 

RMS 
0.2 @ 1e10 
0.3 @ 4.5e9 

(over +/- 20 mm) 

0.1 @ 1e10 
0.15 @ 4.5e9 

(over +/- 6 mm) 
Plate Diameter (mm) 100 50 

Stability (mm) ** ** 
Resolution (mm) ** ** 

Processing Technology TBD TBD 
Signal Cables 3/8 in. Heliax 3/8 in. Heliax 

**  As necessary to provide specified position accuracy in stable and robust form for each beam pulse. 

 

Table 4.1-4 Beam Position Monitor specifications 
 
A significant overlap in beam parameters is seen with those of the Main Injector.  Selection of 
the electronics processing technology will be based on beam tests currently in progress.  An 
important consideration is standardization with other Beams Division systems, currently in 
planning, to facilitate long term high quality support. 
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4.1.3.4  Toroid intensity monitors 
Toroids are often used for intensity measurements as they provide better accuracy than BPMs, 
are stable, reliable and subject to absolute calibrations. There is a toroid in the MI ring - 
observation of the change in ring intensity obtained from it over NuMI extraction provides a 
measure of the beam delivered. There will be two similar devices in the NuMI line to assure 
within a few percent accuracy that all beam removed from the MI indeed enters the line and 
arrives in the vicinity of the target. 
 
4.1.3.5   Loss monitors 
Two types of loss monitors will be used, both copies of existing equipment. First there are 
standard sealed units, 35 in number. These are placed at every location along the beamline where 
the aperture becomes smaller, as well as at every second magnet in bend strings. A photograph of 
a sealed unit, indicating the dimensions, is shown as Figure 4.1-7. The second type is known as 
total loss monitors. The present plans are for three of these - two in the carrier tunnel covering 
separately soil and rock regions, and one covering the length of the pretarget hall. The total loss 
monitors are sensitive in a calibrated fashion to any and all losses over the region covered. 
 
The electronics to be used for the loss monitors will be like that developed for the Main Injector 
beamlines, where several decades of linearity have been demonstrated, see Figure 4.1-8. These 
monitors will likely provide the first warning of many types of beam delivery problems. The 
intensity monitors will see losses at the level of a few percent, but the loss monitors will be 
several orders of magnitude more sensitive and will provide a primary means of troubleshooting. 
 
 

 
Figure 4.1-7: A standard sealed unit loss monitor 
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Figure 4.1-8: Measurement of the range and linearity of a standard loss monitor 
 
 
 
 
 
 
 

 
 
 


